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Applications: 
The Model MJ door operator is designed for use on

industrial sectional doors with high or vertical lift
and small rolling doors and grilles. Maximum rec-
ommended duty cycle: 12 cycles per hour. 

Standard Features: 
• High starting torque motor with overload protection 
• Long-life dry type capacitor 
• Solenoid brake, standard
• 3-button control station 
• Type C2 wiring standard, B2 easily field set by mov-

ing 1 jumper wire 
• Prewired to accept sensing devices 
• 24V control circuit 
• Fully adjustable linear driven limit switch mecha-

nism 
• Motor removable without affecting limit settings 
• External radio control terminals 
• NEMA 1 type electrical enclosure 
• Adjustable friction clutch 
• Efficient V-belt primary drive, chain/sprocket sec-

ondary 
• Floor level disconnect for emergency manual opera-

tion 
• Baked-on high durability black powder coat finish 
• Approximate shipping weight - 55 Ibs. 

Door Sprocket Substitutions:
Sprocket Desc. Add to list Price
41B32 Sprocket, 
1” Bore, 1/4” Keyway,
Standard for Sectional Doors .....................N/C
Recommended for rolling doors .............$9.00
For all other sprocket 
recomendations.......................Consult Factory

Model HP Volt/PH Price
MJ 50 11 1/2 115/1 $335.00
MJ 50 25 1/2 230/1 373.00

NOTE: 1. The MJ operator is not reccomended for
use on large or high rolling doors without chain
hoist modifications.  (see Model MH) 2. On steel
insulated doors, a 24 ga. back panel is assumed.

Recommended
For use on sectional or rolling steel type doors with high lift or full vertical lift type tracks.  Our jack-
shaft operators will keep your doors operating smoothly & reliablity throughout their operational life.
Select from a full line of models to fit your application.  Can’t decide on the correct model for your
door?  Call our Toll Free number and let us help you select the current model for your application

MODEL MJ
Medium Duty 
Jackshaft 
Operator

JACKSHAFT  OPERATORS

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. – 20 ga. 16 ga
Steel Steel – 18 ga. Steel –

Steel
Alum. Alum. – Steel – –
Grilles Doors Grilles

24 ga. 20ga. 16 ga. 
– 22 ga. Steel – Steel 

Steel
Fiber Alum. Wood – – –
Glass Doors Doors

– – 24 ga. – 20 ga. 16 ga.
Steel Steel Steel
Insul. Insul Insul

320 275 250 200 160 120
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Applications: 
The Model J continuous-duty door operator is
designed for use on industrial sectional doors with
high or vertical lift and small rolling doors and grilles. 

Standard Features: 
• High starting torque continuous-duty motor with

overload protection 
• Heavy-duty V-belt 
• 3-button control station 
• Industrial ball bearings on output shaft 
• Positive lock mechanical system acts 

as a holding brake 
• Type C2 wiring standard, B2 easily field 

set by moving 1 jumper wire or setting a switch 
• Prewired to accept sensing devices 
• External radio control terminals 
• 24V control circuit  
• Fully adjustable linear driven limit mechanism 
• Efficient V-belt primary drive, 

chain/sprocket secondary 
• Motor removable without affecting limit settings 
• NEMA 1 type electrical enclosure 
• Adjustable friction clutch 
• #50 drive chain 
• Floor level disconnect for emergency 

manual operation 
• Baked-on high durability black powder coat finish 
• Approximate shipping weight - 95 Ibs. 

NOTE: 1. The MJ operator is not reccomended for
use on large or high rolling doors without chain
hoist modifications.  (see Model MH) 2. On steel
insulated doors, a 24 ga. back panel is assured. If
a heavier door is supplied, use the next higher
H.P. rating. For doors 22 ft. wide by 20 ft. high
and larger call factory

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. – 20 ga. 16 ga
Steel Steel – 18 ga. Steel –

Steel
Alum. Alum. – Steel – –
Grilles Doors Grilles

24 ga. 20ga. 16 ga. 
– 22 ga. Steel – Steel 

Steel
Fiber Alum. Wood – – –
Glass Doors Doors

– – 24 ga. – 20 ga. 16 ga.
Steel Steel Steel
Insul. Insul Insul

310 285 260 210 175 125
400 350 320 280 250 200
560 500 450 380 325 250
640 625 560 475 400 310
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Model Volt/PH Price

1/3 H.P.
J 33 11 115/1 $404.00 
J 33 21 230/1 418.00 
J 33 23 208/230 3 439.00 
J 33 43 460/3 449.00 
J 33 53 575/3 415.00 

1/2 H.P.
J 50 11 115/1 $447.00
J 50 21 230/1 457.00 
J 50 23 208/230 3 476.00 
J 50 43 460/3 485.00 
J 50 53 575/3 476.00 

3/4 H.P.
J 75 11 115/1 $483.00 
J 75 21 230/1 493.00 
J 75 23 208/230 3 522.00 
J 75 43 460/3 531.00
J 75 53 575/3 522.00 

1 H.P.
J 10 11 115/1 $560.00 
J 10 21 230/1 570.00 
J 10 23 208/230/3 599.00 
J 10 43 460/3 608.00 
J 10 53 575/3 599.00 

MODEL J
Industrial Duty 
Jackshaft Operator

Door Sprocket Substitutions:
Sprocket Desc. Add to list Price
41B32 Sprocket, 

1” Bore, 1/4” Keyway,
Standard for Sectional Doors N/C

Recommended for rolling doors $9.00
For all other sprocket recommendations
Consult Factory

Warning: This door operator is intended for use on vehicular doors. MOTORIZED VEHICULAR
DOORS CAN CAUSE SERIOUS INJURY OR DEATH!. Use entrapment protection equipment and other
safety accessories on every door system.

For Options See Page 67
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Applications: 
The Model LGJ door operator is designed 
for use on rolling grilles and shutters, and small rolling
doors. Maximum recommended duty cycle: 7 cycles
per hour. 

Standard Features: 
• Internal door lock sensing circuit 
• 3-button control station
• Solid state control and motor drive 
• High starting torque motor with overload protection
• 24VAC control circuit 
• Long-life dry type capacitor 
• Heavy-duty wormgear-in-oil-bath speed reducer 
• Prewired to accept sensing devices 
• Fully adjustable linear driven limit switch mechanism 
• Motor removable without affecting limit settings 
• NEMA 1 type electrical enclosure 
• Floor level disconnect for emergency manual opera-

tion 
• 41832 door sprocket and #41 drive chain, included
• Baked-on high durability black powder coat finish 
• Approximate shipping weight - 35 Ibs.

Door Sprocket Substitutions:

Sprocket Desc. Add to list Price
41B32 Sprocket, 
1” Bore, 1/4” Keyway,
Standard for Rolling Doors ........................N/C
41B32 sprocket, Non-std. bore 
and Keyway for rolling Doors ................$9.00
41B30 Sprocket, 1” Bore, 1/4” Keyway,
Standard for Sectional Doors .....................N/C
Recomended for sectional doors ...............N/C
For all other sprocket reccomendations
...............................................Consult Factory
Options
Desc. Add to list Price
1090951 Hood Mount Bracket $23.00

Model HP Volt/PH Price
LJG 1/4 115/1 $503.00

MODEL LGJ
Light Duty 
Gearhead 
Reduced 
Operator

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. 20 ga. 16 ga
Steel Steel 18 ga. Steel

Steel
Alum. Alum. Steel
Grilles Doors Grilles

65 55 45 40
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Applications: 
The Model MGJ door operator is designed for use on
industrial sectional doors with high or vertical lift and
small rolling doors, shutters, and grilles. Maximum rec-
ommended duty cycle: 12 cycles per hour. 

Standard Features: 
• 3-button control station 
• High starting torque motor with overload protection
• 24VAC control circuit 
• Long-life dry type capacitor 
• Industrial across-the-line reversing starter (3phase)

only)
• Heavy-duty wormgear-in-oil-bath speed reducer 
• Type C2 wiring standard, B2 easily field set by mov-

ing  1 jumper wire 
• Prewired to accept sensing devices 
• Fully adjustable linear driven limit switch mecha-

nism 
• Motor removable without affecting limit settings •

NEMA 1 type electrical enclosure 
• Floor level disconnect for emergency manual opera-

tion 
• 41B32 door sprocket and #41 drive chain, included
• Baked-on high durability black powder coat finish 
• Approximate shipping weight - 58 Ibs. 

Door Sprocket Substitutions:
Sprocket Desc. Add to list Price
41B32 sprocket, 
1” Bore, 1/4” Keyway,
Standard for Rolling Doors ........................N/C
41B32 Sprocket, Non-std. bore 
and Keyway for rolling Doors ................$9.00
41B30 Sprocket, 1” Bore, 1/4” Keyway,
Standard for Sectional Doors .....................N/C
Reccomended for sectional doors..............N/C
For all other sprocket reccomendations
...............................................Consult Factory
Options
Desc. Add to list Price
1090951 Hood Mount Bracket
(May Be Welded) ....................................$33.00
08 9098 Hood Mount Bracket
(Cast) ......................................................$33.00

Model HP Volt/PH Price
MGJ 50 11 1/2 115/1 $503.00
MGJ 50 21 1/2 230/1 N/A
MGJ 50 23 1/2 230/3 $572.00
MGJ 50 43 1/2 460/3 $572.00
MGJ 50 25 1/2 230/1 $554.00
MJG 50 38 1/2 380/1 $572.00

MODEL MJG
Medium Duty 
Gearhead 
Reduced
Operator

NOTE:On steel insulated doors, a 24 ga. back
panel is assumed.

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. – 20 ga. 16 ga
Steel Steel – 18 ga. Steel –

Steel
Alum. Alum. – Steel – –
Grilles Doors Grilles

24 ga. 20ga. 16 ga. 
– 22 ga. Steel – Steel 

Steel
Fiber Alum. Wood – – –
Glass Doors Doors

– – 24 ga. – 20 ga. 16 ga.
Steel Steel Steel
Insul. Insul Insul

320 275 250 200 160 120
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of Door Hood Mount Wall Mount

Left MGJ 50 11 L MGJ 50 11 R
Right MGJ 50 11 R MGJ 50 11 L

For Options See Page 67
We can help you 
select the best

system.
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Applications: 
The Model MH door operator is designed 
for use on small rolling doors and grilles and industri-
al sectional doors with high or vertical lift. Maximum
recommended duty cycle: 12 cycles per hour. 

Standard Features: 
• Floor level chain hoist with electrical interlock for

emergency manual door operation 
• 3-button control station
• High starting torque motor with overload protection

• Long-life dry type capacitor 
• Solenoid brake, standard
• Type C2 wiring standard, B2 easily field set by mov-

ing - 1 jumper wire  
• Prewired to accept sensing devices 
• 24VAC control circuit 
• Fully adjustable linear driven limit mechanism
• Motor removable without affecting limit switch set-

tings 
• External radio control terminals 
• NEMA 1 type electrical enclosure 
• Adjustable friction clutch 
• Efficient V-belt primary drive, chain/sprocket sec-

ondary 
• Baked-on high durability black powder coat finish 
• Approximate shipping weight - 70 Ibs.

Door Sprocket Substitutions:
Sprocket Desc. Add to list Price
41B38 Sprocket, 
1” Bore, 1/4” Keyway,
Standard for Sectional Doors .....................N/C
41B32 Sprocket, 
1” Bore, 1/4” Keyway,
Standard for Sectional Doors .....................N/C
Reccomended for Sectional doors .............N/C
For all other sprocket 
reccomendations .....................Consult Factory

Door Sprocket Substitutions:
Sprocket Desc. Add to list Price
50B40 Sprocket, 1” Bore, 1/4” Keyway,
Standard for Sectional Doors ..........................N/C
50B18 Sprocket, 1” Bore, 1/4” Keyway,
Standard for Sectional Doors ..........................N/C
Reccomended for sectional doors...................N/C
For all other Sprocket 
reccomendations ..........................Consult Factory

Model HP Volt/PH Price
MH 50 11 1/2 115/1 $371.00
MH 50 25 1/2 230/1 409.00

NOTE:On steel insulated doors, a 24 ga. back panel
is assumed.

Recommended
For sectional doors with high lift or full vertical lift type tracks or rolling steel type doors. Each oper-
ator is supplied with a hoist for easy operation during power failure from the floor.  Please speci-
fy  door height when ordering. Our hoist type operators will keep your doors operating smooth-
ly & reliably throughout thier operational life. Select from a full  line of hoist operators to fill your
applications needs. Uncertain which model is best for your application? Call our Toll Free number
and let us help.

Warning
This door operator is intended for use on vehicular
doors. MOTORIZED VEHICULAR DOORS CAN
CAUSE SERIOUS INJURY OR DEATH!. Use entrap-
ment protection equipment and other safety acces-
sories on every door system

MODEL MH
Medium Duty 
Hoist 
Operator

HOIST  OPERATORS

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. – 20 ga. 16 ga
Steel Steel – 18 ga. Steel –

Steel
Alum. Alum. – Steel – –
Grilles Doors Grilles

24 ga. 20ga. 16 ga. 
– 22 ga. Steel – Steel 

Steel
Fiber Alum. Wood – – –
Glass Doors Doors

– – 24 ga. – 20 ga. 16 ga.
Steel Steel Steel
Insul. Insul Insul

320 275 250 200 160 120
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Applications: 
The Model H continuous-duty door operator is
designed for use on rolling doors and grilles and
industrial sectional doors with high or vertical lift. 
Standard Features: 
• Floor level chain hoist with electrical interlock for

emergency manual door operation 
• High starting torque continuous-duty motor with

overload protection 
• Heavy-duty V-belt 
• 3-button control station 
• Industrial ball bearings on output shaft 
• Positive lock mechanical holding brake 
• Type C2 wiring standard, B2 easily field set by

moving 1 jumper wire or setting a switch. 
• Prewired to accept sensing devices 
• External radio control terminals 
• 24VAC control circuit 
• Fully adjustable linear driven limit mechanism 
• Motor removable without affecting limit settings 
• NEMA 1 type electrical enclosure 
• Adjustable friction clutch 
• Efficient V-belt primary drive, chain/sprocket sec-

ondary 
• #50 drive chain 
• Baked-on high durability black powder coat fin-

ish 
• Approximate shipping weight - 110 Ibs. 

Please Note left or right hand 
hoist position at end of model number

NOTE: On steel insulated doors, a 24 ga. back panel
is assumed. If a heavier back panel is supplied, use
the next higher H.P. rating. For doors 22 ft. wide by
20 ft. high and larger, call factory

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. – 20 ga. 16 ga
Steel Steel – 18 ga. Steel –

Steel
Alum. Alum. – Steel – –
Grilles Doors Grilles

24 ga. 20ga. 16 ga. 
– 22 ga. Steel – Steel 

Steel
Fiber Alum. Wood – – –
Glass Doors Doors

– – 24 ga. – 20 ga. 16 ga.
Steel Steel Steel
Insul. Insul Insul

310 285 260 210 175 125
400 350 320 280 250 200
560 500 450 380 325 250
640 625 560 475 400 310
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Model Volt/PH Price
1/3 H.P.

H 33 11 115/1 $472.00 
H 33 21 230/1 482.00 
H 33 23 208/230/3 502.00 
H 33 43 460/3 515.00 
H 33 53 575/3 510.00 

1/2 H.P.
H 50 11 115/1 $517.00 
H 50 21 230/1 526.00 
H 50 23 208/230/3 546.00 
H 50 43 460/3 564.00 
H 50 53 575/3 605.00 

3/4 H.P.
H 75 11 115/1 $570.00 
H 75 21 230/1 584.00 
H 75 23 208/230 3 605.00 
H 75 43 460/3 628.00 
H 75 53 575/3 605.00 

1 H.P.
H 10 11 115/1 $648.00 
H 10 21 230/1 661.00 
H 10 23 208/230/3 682.00 
H 10 43 460/3 706.00 
H 10 53 575/3 682.00 

MODEL H
Industrial Duty 
Hoist Operator

Typical Installation

For Options 
See Page 67\



American Garage Door Supply Inc.
1-800-233-1487  Fax: (218) 751-6551

59

Door Sprocket Substitutions:
Sprocket Desc. Add to list Price

50B60 sprocket (Specify bore & keyway)
in leiu of 50B40.........................................$37.00
For all other sprocket 
recomendations ............................Consult Factory
Sectional Sprockets are Available ...Consult Factory

Applications: 
The Model GH continuous-duty door operator is
designed for use on rolling doors and grilles and
industrial sectional doors with high or vertical lift. 

Standard Features 
• Floor level chain hoist with electrical interlock for

emergency manual door operation 
• High starting torque continuous-duty motor  with

overload protection 
• Heavy-duty wormgear-in-oil-bath speed reducer 
• 3-button control station 
• Hoist wheel is easily moved to Right or Left hand

side of unit eliminating the need to order left or
right hand mounting 

• Solenoid brake, standard 24VAC control circuit (M)
• Type C2 wiring standard, B2 easily field set by mov-

ing 1 jumper wire or setting a switch 
• Prewired to accept sensing devices 
• External radio control terminals 
• Fully adjustable linear driven limit mechanism
• Motor removable without affecting limit settings 
• NEMA 1 type electrical enclosure 
• 50B40 door sprocket and #50 drive chain standard

on 1/2 thru 1 H.P. models 50B60 door sprocket
and #50 drive chain standard on 1-1/2 and 2 H.P
models 80B60 1 3/4" diameter with 3/8" keyway
door sprocket and #80 drive chain - standard on 3
H.P. models 

• Baked-on high durability black powder coat finish 
• Approximate shipping weight - 125 Ibs. 

Please note left or right hand 
hoist position at end of model number

NOTE: On steel insulated doors, a 24 ga. back panel
is assumed. If a heavier back panel is supplied, use
the next higher H.P. rating. For doors 22 ft. wide
by 20 ft. high and larger, call factory

MAXIMUM DOOR AREA (SQ. FT.)
24 ga. 22 ga. – 20 ga. 16 ga
Steel Steel – 18 ga. Steel –

Steel
Alum. Alum. – Steel – –
Grilles Doors Grilles

24 ga. 20ga. 16 ga. 
– 22 ga. Steel – Steel 

Steel
Fiber Alum. Wood – – –
Glass Doors Doors

– – 24 ga. – 20 ga. 16 ga.
Steel Steel Steel
Insul. Insul Insul

325 300 275 250 225 175
480 430 390 340 275 225
650 560 500 430 325 300

– – 680 540 425 375
– – – 640 560 460
– – – 875 840 620
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Model Volt/PH Price
1/2 H.P.

GH 50 11 115/1 $736.00 
GH 50 21 230/1 751.00 
GH 50 23 208/230 3 764.00 
GH 50 43 460/3 782.00 
GH 50 53 575/3 751.00 

3/4 H.P.
GH 75 11 115/1 $781.00
GH 75 21 230/1 795.00 
GH 75 23 208/230/3 807.00 
GH 75 43 460/3 826.00 
GH 75 53 575/3 807.00 

1 H.P.
GH 10 11 115/1 $828.00 
GH 10 21 230/1 843.00 
GH 10 23 208/230/3 855.00 
GH I0 43 460/3 866.00 
GH 10 53 575/3 855.00 

1-1/2 H.P.
GH 15 11 115/1 $920.00
GH 15 21 230/1 931.00 
GH 15 23 208/230 3 957.00 
GH 15 43 460/3 966.00 
GH 15 53 575/3 957.00 

2 H.P.
GH 20 23 208/230/3 $1101.00 
GH 20 43 460/3 1119.00 
GH 20 51 575/3 1101.00 

3 H.P.
GH 30 23 208/230/3 $2166.00 
GH 30 43 460/3 2166.00 

MODEL GH
Heavy Industrial Duty 
Gear Reduced Operator

1 2

For Options See Page 67
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Direct Drive Electric Carwash Operators
• High Cycle Capacity • Compact Design 

• No Chains or Sprockets • Handles Tough Appplications.

EGJ Series direct drive operators are the perfect fit for carwash or other harsh environments.
Direct Drive equates to less working parts and more reliability. Includes watertight electrical
enclosure and NEMA 4 batteries mounted in NEMA 4 24V control cicuit box. Dynamic Brake
included.

CARWASH AREA OPERATORS
SUPRALIFT™ AIR-POWERED OPERATORS

Ask about our mechanical
room applications to locate
operators in dry areas keep-
ing essential electrical &
mechanical components in
adjacent dry room.

State-of-the-art NEMA4 watertight control box
allows conventional operation with a variety of
signal options including photoeyes, loopdetec-
tors, timers, emergency open button as well as
other devices

1/2 HP EJG Series
EGJ5011 115/1 $1405.00 
EGJ5021 220/1 $1425.00 
EGJ5023 230/3 $1446.00 
EGJ5043 400/3 $1446.00 
EGJ5053 575/3 $1446.00 

Optional Reduction Shaft $41.00
Built-in Timer to Close $81.00
Auxilliary Trolley $247.00

You must order controls and buttons from the following list to
operate your pneumatic-powered operator. Controls will vary
depending upon the application. All controls include a filter regu-
lator and fittings for a 3/8” polyflow line.

Part # Description Price
SLE10 Waterproof Manual Valve $ 385.00

(with 2 position up-down 
buttons mounted in box)

SLE20 Waterproof Deluxe Valve $ 437.00
(with 2 position up-down buttons mounted 
in box and emergency open button)
Add to Control Boxes for Built-in Timer $ 117.00 

SLK10 Install Kit $ 72.00
SLK98 Seal Kit with bushing $ 96.00
SLK97 Seal Kit ( Seals Only) $ 26.00
FRP96 5 Micron Element Kit $ 5.85
MSP96 .5 Micron Element Kit $ 19.50

Part # Description Price
SL08 8’ Door Operator $ 1208
SL10 10’ Door Operator $ 1312
SL12 12’ Door Operator $ 1408
SL14 14’ Door Operator $ 1540
SL16 16’ Door Operator $ 1638
SLD0 Dual Operators Varies By Size

Hi-Guard Waterproof Chain $ 6.50/ft.
To determine chain length, add 1 ft. to door height

Air-Powered Operators
All operators are listed for the height of the door they are
designed to open and come with nickel chain, chain tensioner
and shaft sprocket. The unit is ready for installation to your door
system. 3/8” polyflow airline is not included. You must order your
controls and buttons separately from the controls and buttons
below.

BENEFITS
• Fast

Cycles 3 times faster than electric
• Reliable

Designed For High Cycle Applications
• Durable

Handles Tough Corrosive Environments

• Long Life
Rated For Millions of Cycles

• Low Maintenance
Enhanced features for increased service
life

FEATURES
• Corrosion, Climate Resistant

All Aluminum Piston and Cylinder
Construction
Stainless Steel Rods (Piston and Tie)

• Hard Anodized Cylinders- 
Rated for MIllions of Cycles 

• Stainless Steel Hardware
• Waterproof NEMA 4 Control Box
• Automatic Water Separation System
• Quick, Easy, Installation

Warning: This door operator is intended for use on vehicular doors. MOTORIZED VEHICULAR DOORS
CAN CAUSE SERIOUS INJURY OR DEATH!. Use entrapment protection equipment and other safety acces-
sories on every door system
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Applications: 
The Model SD door operator is designed for use on
single and bi-parting slide doors and fire doors. 

Standard Features: 
• High starting torque continuous-duty motor 

with overload protection 
• Heavy-duty V-belt 
• 3-button control station 
• Industrial ball bearings on the output shaft 
• Solenoid brake, standard 
• Type C2 wiring standard, B2 easily field set 

by moving 1 jumper wire or setting a switch 
• Prewired to accept sensing devices 
• External radio control terminals 
• 24VAC control circuit.
• Fully adjustable linear driven limit mechanism 
• Efficient V-belt primary drive, chain/sprocket sec-

ondary 
• Motor removable without affecting limit settings 
• NEMA 1 type electrical enclosure 
• Adjustable friction clutch 
• Emergency disconnect for manual operation 
• Trolley track for doors up to 12' wide standard 
• Quiet gliding rail spacers 
• #41 roller chain drive 
• Heavy-duty hanger brackets 
• Baked-on high durability black powder coat finish 
• Door speed approximately 11 inches per second 
• Approximate shipping weight - 130 Ibs. Note: 

For bi-parting doors, total weight and total area of
both doors combined must be considered. Specify
door widths when ordering.

For Bi-Parting Doors, 
See page 67 for options

For Bi-Parting Doors, 
See page 67 for options

Model Volt/PH Price

Recommended
For use with sliding wood, steel or aluminum sliding doors and fire
doors.  Choose from our standard models for your application. Can’t
decide on a model for your application? Let us help by calling us at
our Toll Free number.

Warning: This door operator is intended for use on vehicular doors. MOTORIZED VEHICULAR
DOORS CAN CAUSE SERIOUS INJURY OR DEATH!. Use entrapment protection equipment and other
safety accessories on every door system.

MODEL SD
Industrial Duty 
Slide Door Operator

SLIDING DOOR OPERATORS

Door Size Selection Guide
H.P. Maximum Maximum

Door weight Door Area
(lbs.) (Sq.Ft.)

1/3 750 180
1/2 1300 260
3/4 1850 340
1 2400 480

1/3 H.P.
SD 33 11 115/1 $962.00 
SD 33 21 230/1 $962.00 
SD 33 23 208/230/3 $982.00 
SD 33 43 460/3 $982.00 
SD 33 53 575/3 $982.00 
SD 33 25 230/1 $1067.00 
SD 33 38 380/3 $1037.00

1/2 H.P.
SD 50 11 115/1 $1021.00 
SD 50 21 230/1 $1021.00 
SD 50 23 208/230/3 $1041 00 
SD 50 43 460/3 $1041.00 
SD 50 53 575/3 $1041 00 
SD 50 25 230/1 $1085.00 

3/4 H.P.
SD 75 11 115/1 $1070.00 
SD 75 21 230/1 $1070.00 
SD 75 23 208/230/3 $1090.00 
SD 75 43 460/3 $1090.00 
SD 75 53 575/3 $1090.00 
SD 75 25 230/1 $1114.00 

1 H.P.
SD 10 11 115/1 $1099.00 
SD 10 21 230/1 $1099.00 
SD 10 23 208/230 3 $1118 00 
SD 10 43 460/3 $1118 00 
SD 10 53 575/3 $1118.00 
SD 10 25 230/1 $1141.00 

Additional Track - Required for track wider
than 12 ft.     Add to List Price 
For doors up to 14 feet $13.00 
For doors up to 16 feet $24.00
For doors up to 18 feet $36.00 
For doors up to 20 feet $47.00
For doors up to 24 feet $71.00 

Applications: 
The Model GSD door operator is designed for use on
heavy single and bi-parting slide doors and fire doors. 
Additional Features: 
• Heavy-duty worm gear-in-oil-bath speed reducer 
• Approximate shipping weight - 180 Ibs. 

Note: 
For bi-parting doors, total weight and total area of
both doors combined must be considered. Specify
door widths when ordering.

Model Volt/PH PriceModel Volt/PH Price

MODEL GSD
Heavy Industrial Duty 
Slide Door Operator

Door Size Selection Guide
H.P. Maximum Maximum

Door weight Door Area
(lbs.) (Sq.Ft.)

1/2 1400 300
3/4 2200 420
1 2800 520

1-1/2 3400 620

1/2 H.P.
GSD 50 11 115 /1 $1612.00 
GSD 50 21 230 /1 $1612.00 
GSD 50 23 208/230 /3 $1519 00 
GSD 50 43 460 /3 $1519 00 
GSD 50 53 575 /3 $1519 00 
GSD 50 25 230/ 1 $1519.00 

3/4 H.P.
GSD 10 11 115 /1 $1685.00 
GSD 10 21 230 /1 $1685.00 
GSD 10 23 208/230 /3 $1722 00 
GSD 10 43 460 /3 $1722.00 
GSD 10 53 575 /3 $1722.00 
GSD 10 25 230 /1 S1746 00 

1 H.P.
GSD 75 11 115 /1 $1746.00 
GSD 75 21 230 /1 $1746.00 
GSD 75 23 208/230 /3 $1785.00 
GSD 75 43 460 /3 $1785.00 
GSD 75 53 575 /3 $1785.00 
GSD 75 25 230 /1 $2023.00 

1-1/2 H.P.
GSD 15 11 115 /1 $1969.00 
GSD 15 21 230 /1 $1969.00 
GSD 15 23 208/230 $2008.00 
GSD 15 43 460 /3 $2008.00 
GSD 15 53 575 /3 $2008.00 
GSD 15 25 230 /1 $2023.00 
GSD 15 38 380 /3 $2008.00 

Additional Track - 
Required for track wider than 12 ft.

Add to List Price 

For doors up to 14 feet $13.00 
For doors up to 16 feet $24.00 
For doors up to 18 feet $36.00 
For doors up to 20 feet $47.00 
For doors up to 24 feet $71.00 
For bi parting doors.  
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Recommended
For use with sliding commercial or industrial gate types.  Choose from our
standard models for your application. Can’t decide on a model for your
application? let us help by calling our Toll Free number.

SLIDE GATE OPERATORS

Applications: 
The Model SL 570 Gate Operator Is Designed For

Commercial Use On Slide Gates Up To 48 Ft. Long
And Weighing Up To 1800 Ibs., At A Maximum Rate
Of 30 Cycles Per Hour. 

Features: 
• Inherent primary obstruction sensing. 
• Full systems capability; compatible with most

access control devices and safety accessories. 
• Emergency stop button control station. 
• External obstruction sensing inputs. Typical

Installation 
• Obstruction sensing alarm. 
• Master/slave operation. 
• Gate movement warning. 
• Remote device connections. 
• Type S3 control wiring standard. 
• Solenoid-activated brake. 
• 24VAC control circuit. 
• PowerON/OFF. 
• Timer to close. 
• Automatic shutdown. 
• Delay on reverse circuit. 
• Gate speed approximately 11 in/sec. 
• Fully adjustable driven limit switches. 
• High starting torque, continuous duty industrial

motor with overload protection. 
• Built-in right hand/left hand reversing switch. 
• Industrial size 0 across-the-line magnetic reversing

contact. 
• Permanently lubricated bronze bearings. 
• Power train disconnect for manual operation. 
• Two wire master/slave connections. 
• Output for electric gate lock. 
• UL325 Class I, II, III, IV Listed.

Applications: 
The SL 580 Series Gate Operators Are Designed For Use
On Commercial And Industrial Cantilever, Rolling, Or
Overhead Slide Gates. 
Features
• Inherent primary obstruction sensing. 
• Full systems capability; compatible with most access

control devices and safety accessorles. 
• Automatic shutdown. 
• Industrial size 0 across-the -line magnetic reversing

contactor. 
• High starting torque, dontinuous duty industrial motor

with overload protection. 
• Emergency stop button control station. 
• Fully adjustable driven limit switches. 
• 24VACcontrol circuit. 
• Type S3 control wiring standard. 
• Solenoidactuated discbrake. 
• Delay on reverse circuit, standard. 
• LEFT/RIGHTreversing switch. 
• PowerON/OFF switch. 
• Heavy duty wormgear-in-oil-bath speed reducer. 
• Industrial duty adjustable torque-limiter. 
• Powertrain disconnect for manual operation. 
• Superior rigid structure made from 
• 7 ga. pre-galvanized steel. 
• Lockable weatherproof pre-galvanized steel cover. 
• 25 ft. #50 nickel-plated roller chain. 
• Gate speed approximately 11 in/sec. 
• Approximate shipping weight - 230 Ibs. 
• Output for electric gate lock. 
• Two wire master/slave connections. 
• UL325 Class I, II, III, IV Listed. 

Model Volt/PH Price Model Volt/PH Price

1/2 H.P.

SNSL580-50-11-S3 115/1 1512.00 

SNSL580-50-21-S3 230/1 1512.00 

SNSL580-50-81-S3 208/1 1512.00 

SNSL580-50-83-S3 208/3 1512.00 

SNSL580-50-23-S3 230/3 1512.00 

SNSL580-50-43-S3 460/3 1512.00 

SNSL580-50-53-S3 575/3 1512.00 

3/4 H.P.

SNSL580-75-11-S3 115/1 1646.00 

SNSL580-75-21-S3 230/1 1646.00 

SNSL580-75-81-S3 208/1 1646.00 

SNSL580-75-83-S3 208/3 1646.00 

SNSL580-75-23-S3 230/3 1646.00 

SNSL580-75-43-S3 460/3 1646.00 

SNSL580-75-53-S3 575/3 1646.00 

1 H.P.

SNSL580-100-11-S3 115/1 1715.00 

SNSL580-100-21-S3 230/1 1715.00 

SNSL580-100-81-S3 208/1 1715.00 

SNSL580-100-83-S3 208/3 1715.00 

SNSL580-100-23-S3 230/3 1715.00 

SNSL580-100-43-S3 460/3 1715.00 

SNSL580-100-53-S3 575/3 1715.00 

1-1/2 H.P.

SNSL580-150-11-S3 115/1 1802.00 

SNSL580-150-21-S3 230/1 1802.00 

SNSL580-150-81-S3 208/1 1802.00 

SNSL580-150-83-S3 208/3 1802.00 

SNSL580-150-23-S3 230/3 1802.00 

SNSL580-150-43-S3 460/3 1802.00 

SNSL580-150-53-S3 575/3 1802.00 

ADDITIONAL ROLLER CHAIN
Part No. Add To List Price
65-3050 #50 nickel-plated chain ...............................5.00/ft. 

DIAGONAL SUPPORT BRACES
Part No. Add To List Price
65-3509 Recommended on 

heavy-duty apllications 
(std. on 1-1/2 Hp) ...................................40.00 

MODEL SL 570
Medium Duty Slide 
Gate Operator

MODEL SL 580
Heavy Duty Slide
Gear Operator

RECOMMENDED CAPACITIES
MAX MAX MAX

HP CANT’L O/H GATE MAX
WIDTH (FT.) WIDTH (FT.) WT.(LBS) CYCLES

1/2 25 26 900 30

3/4 30 36 1200 30

1 35 48 1800 30

GATE SIZE SELECTION CHART

RECOMMENDED CAPACITIES
MAX MAX MAX

HP CANT’L O/H GATE MAX
WIDTH (FT.) WIDTH (FT.) WT.(LBS) CYCLES

1/2 25 45 1000 20
3/4 30 60 1300 20
1 35 70 1600 20

1-1/2 40 80 1900 20

GATE SIZE SELECTION CHART

Warning: This door operator is intended for use on vehicular doors. MOTORIZED VEHICULAR
DOORS CAN CAUSE SERIOUS INJURY OR DEATH!. Use entrapment protection equipment and other
safety accessories on every door system

For options see page 67 

1/2 H.P.
SNSL570-50-11-S3 115/1 1315.00 
SNSL570-50-21-S3 230/1 1315.00 
SNSL570-50-81-S3 208/1 1315.00 
SNSL570-50-83-S3 208/3 1315.00 
SNSL570-50-23-S3 230/3 1315.00 
SNSL570-50-43-S3 460/3 1315.00 
SNSL570-50-53-S3 575/3 1315.00 

3/4 H.P.
SNSL570-75-11-S3 115/1 1475.00 
SNSL570-75-21-S3 230/1 1475.00 
SNSL570-75-81-S3 208/1 1475.00 
SNSL570-75-83-S3 208/3 1475.00 
SNSL570-75-23-S3 230/3 1475.00 
SNSL570-75-43-S3 460/3 1475.00 
SNSL570-75-53-S3 575/3 1475.00 

1H.P.
SNSL570-100-11-S3 115/1 1599.00 
SNSL570-100-21-S3 230/1 1599.00 
SNSL570-100-81-S3 208/1 1599.00 
SNSL570-100-83-S3 208/3 1599.00 
SNSL570-100-23-S3 230/3 1599.00 
SNSL570-100-43-S3 460/3 1599.00 
SNSL570-100-53-S3 575/3 1599.00 

Additional Roller Chain
Part No. Add To List Price 
65-3040 #40 nickel-plated chain 

for 1/3 and 1/2 HP models 4.00/ft. 
65-3050 #50 nickel-plated chain 

for 3/4 HP models 5.00/ft.

Model Volt/PH Price
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SLIDE GATE OPERATORS

MODEL SL 590
Heavy Industrial Duty
Slide Gate Operator

RECOMMENDED CAPACITIES
MAX MAX MAX

HP CANT’L O/H GATE MAX
WIDTH (FT.) WIDTH (FT.) WT.(LBS) CYCLES

1/2 25 45 1100 25
3/4 30 60 1400 25
1 35 70 1700 25

1-1/2 40 80 2100 25
2 45 90 2500 25

GATE SIZE SELECTION CHART

MODEL SL 1000
Medium Duty Slide Gate
Operator

RECOMMENDED CAPACITIES
MAX MAX

HP GATE GATE MAX
WT. (LBS.) WIDTH (FT.) CYCLES

1/2 1000 40 25

GATE SIZE SELECTION GUIDE

Applications: 
The SL590 Series Gate Operators Are Designed For Use

On Commercial And Industrial Cantilever, Rolling, Or
Overhead Slide Gates. 

Features
• Inherent primary obstruction sensing. 
• Full systems capability; compatible with most access

control devices and safety accessories. 
• Fully enclosed NEMA 12 oiltight, weatherproof 

cabinet, lockable. 
• Automatic shutdown. 
• Electrical components in separate, removable 

enclosure. 
• Industrial size 0 across-the -line magnetic 

reversing contactor. 
• High starting torque, continuous duty industrial

motor with overload protection. 
• Emergency stop button control station. 
• Fully adjustable driven limit switches. 
• 24VAC control circuit. 
• Type S3 control wiring standard. 
• Solenoid actuated disc brake. 4 C3 Delay on 

reverse circuit, standard. 
• LEFT/RIGHT reversing switch for universal installation. 
• Power ON/OFF switch. 
• Heavy duty wormgear-in-oil bath speed reducer. 
• Power train disconnect for manual operation. 
• 25ft. #50 nickel-plated roller chain. 
• Gate speed approximately 11 in/sec. 
• Approximate shipping weight - 270 Ibs. 
• Two wire master/slave connections. 
• Output for Electric Lock. 
• UL325 Class I, II, III, IV Listed, CSA Certified. 

Applications: 
The SL-1OOO Series Operators Are Designed
for Commercial Slide Gates. Ideally Used In
Gated Communities, Estates, Etc. 

Features
•  Full systems capability; compatible with most access

control devices and safety accessories. 
• Corrosive resistant 1/4 inch gold zinc plated steel frame. 
• Continuous duty commercial motor with overload 

protection. 
• Heavy-duty worm-gear reducer running in synthetic 

oil bath. 
• Dynamic braking provides quick precise stopping of the

gate. 
• Self-lubricating limit adjusting nuts allow 40 ft. of travel. 
• Twenty feet of size #40 nickel-plated roller 

chain supplied. 
• Access tray with ample space for loop detectors and

other accessories. 
• Durable, aesthetically pleasing spin-molded ABS plastic

cover. 
• Power ON/OFF switch and two llSVAC accessory recep-

tacles supplied. 
• 24VAC accessory power supplied for loop detectors,

radios etc. 
• Two auxilialy relays for gate locks, gate in motion warn-

ing etc. 
• Separate voltage spike and surge protected inputs. 
• Diagnostic status LEDs for inputs and outputs. 
• Separate sensitivity adjustments for OPEN and CLOSE. 
• Idler rollers made from UHMW material for quiet long

lasting operation. 
• Gate speed approximately 1 ft. per second. 
• Approximate shipping weight - 180 Ibs. 
• UL325 Class I, II, III, IV Listed. 

ADVANCED FEATURES 
UNIQUE TO THE X3 MODEL
• BATTERY BACKED 365-DAY CLOCK timer for 
scheduling automatic opening and closing times 
• TELEPHONE LINE INTERFACE modem built into the solid

state board for remote diagnostics, remote program-
ming, event record retrieval, and cycle verification 

• Software available upon request at no additional charge. 

Model Volt/PH Price Model Volt/PH Price

1/2 H.P.
SNSL590-50-11-S3 115/1 1900.00 

SNSL590-50-21-S3 230/1 1900.00 

SNSL590-50-83-S3 208/3 1900.00 

SNSL590-50-23-S3 230/3 1900.00 

SNSL590-50-43-S3 460/3 1900.00 

SNSL590-50-53-S3 575/3 1900.00 

3/4 H.P.
SNSL590-75-11-S3 115/1 1999.00 

SNSL590-75-21-S3 230/1 1999.00 

SNSL590-75-83-S3 208/3 1999.00 

SNSL590-75-23-S3 230/3 1999.00 

SNSL590-75-43-S3 460/3 1999.00 

SNSL590-75-53-S3 575/3 1999.00 

1 H.P.
SNSL590-100-11-S3 115/1 2099.00 

SNSL590-100-21-S3 230/1 2099.00 

SNSL590-100-83-S3 208/3 2099.00 

SNSL590-100-23-S3 230/3 2099.00 

SNSL590-100-43-S3 460/3 2099.00 

SNSL590-100-53-S3 575/3 2099.00 

1-1/2 H.P.
SNSL590-150-11-S3 115/1 2199.00 

SNSL590-150-21-S3 230/1 2199.00 

SNSL590-150-83-S3 208/3 2199.00 

SNSL590-150-23-S3 230/3 2199.00 

SNSL590-150-43-S3 460/3 2199.00 

SNSL590-150-53-S3 575/3 2199.00 

2 H.P.
SNSL590-200-83-S3 208/3 2299.00 

SNSL590-200-23-S3 230/3 2299.00 

SNSL590-200-43-S3 460/3 2299.00 

SNSL590-200-53-S3 575/3 2299.00 

1/2 H.P.
SNSL1000-50-11-B3 115/1 1451.00 
SNSL1000-50-11-X3 115/1 1559.00 

Additional Roller Chain
Part No. Add To List Price 
G65-3040 #40 nickel-plated chain 

for 1/3 and 1/2 HP models 4.00/ft. 
G65-3050 #50 nickel-plated chain 

for 3/4 HP models 5.00/ft.

Model Volt/PH Price

Typical Installation

For options see page 67 

ADDITIONAL ROLLER CHAIN
Part No. Add To 

List Price 
65-3050 #50 nickel-plated chain ...............................5.00/ft. 
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Recommended
For use with Sliding commercial and industrial swing type gates.  Choose
from our standard models for your application. Can’t decide on a model for
your application? Let us help by calling us at our Toll Free number.

SWING GATE OPERATORS

Applications: 
The SW 490 Series Gate Operators Are Designed 
For Use On Commercial And Industrial Swing 
Gates Up To 22 Feet Wide And Up To 1000 Lbs. 

Features
• Inherent primary obstruction sensing. 
• Full systems capability; compatible with most access

control devices and safety accessories. 
• Accepts sensing edge and standard radio receiver. 
• Automatic shutdown. 
• Industrial size 0 across-the-line magnetic reversing

contactor. 
• High starting torque continuous duty industrial

motor with overload protection. 
• Emergency stop button control station. 
• Driven limit switches, fully adjustable. 
• 24VAC control circuit. 
• Two wire master/slave connections. 
• Type S3 control wiring standard. 
• Delay on reverse circuit to prevent shock loading. 
• Power ON/OFF switch. 
• Heavy duty wormgear-in-oil-bath speed reducer. 
• Output for electric gate lock. 
• Heavy gauge pre-galvanized steel weatherproof

enclosure. 
• Designed for pad mounting. 
• Easily removable control panel for field servicing. 
• Approximate shipping weight - 200lbs. 
• UL325 Class I, II, III, IV Listed, CSA Certified. 

Model Volt/PH Price Model Volt/PH Price

MODEL SW 470
Medium Duty 
Swing Gate Operator

MODEL SW 490
Heavy Duty 
Swing Gate Operator

1/2 H.P.
SNSW470-50-11-S3 115/1 935.00 
SNSW470-50-21-S3 230/1 935.00 

1/3 H.P.

SNSW490-33-11-S3 115/1 1444.00

SNSW490-33-21-S3 230/1 1444.00

SNSW490-33-81-S3 208/1 1444.00

SNSW490-33-83-S3 208/3 1444.00 

SNSW490-33-23-S3 230/3 1444.00 

SNSW490-33-43-S3 460/3 1444.00 

SNSW490-33-53-S3 575/3 1444.00 

3/4 H.P.

SNSW490-75-11-S3 115/1 1647.00 

SNSW490-75-21-S3 230/1 1647.00 

SNSW490-75-81-S3 208/1 1647.00 

SNSW490-75-83-S3 208/3 1647.00 

SNSW490-75-23-S3 230/3 1647.00 

SNSW490-75-43-S3 460/3 1647.00 

SNSW490-75-53-S3 575/3 1647.00 

1/2 H.P.

SNSW490-50-11-S3 115/1 1542.00 

SNSW490-50-21-S3 230/1 1542.00 

SNSW490-50-11-S3 208/1 1542.00 

SNSW490-50-83-S3 208/3 1542.00 

SNSW490-50-23-S3 230/3 1542.00 

SNSW490-50-43-S3 460/3 1542.00

SNSW490-50-53-S3 575/3 1542.00 

1 H.P.

SNSW490-I00-I1-S3 115/1 1775.00 

SNSW490-I00-21-S3 230/1 1775.00 

SNSW490-100-81-S3 208/1 1775.00 

SNSW490-100-83-S3 208/3 1775.00 

SNSW490-100-23-S3 230/3 1775.00 

SNSW490-100-43-S3 460/3 1775.00 

SNSW490-I00-53-S3 575/3 1775.00 

Model Volt/PH Price

RECOMMENDED CAPACITIES
MAX MAX

HP GATE GATE MAX
WT. (LBS.) WIDTH (FT.) CYCLES/HR

1/2 500 12 10

GATE SIZE SELECTION GUIDE

RECOMMENDED CAPACITIES
MAX MAX

HP GATE GATE MAX
WT. (LBS.) WIDTH (FT.) CYCLES/HR

1/3 600 12 20
1/2 750 16 20
3/4 900 19 20
1 1000 22 20

GATE SIZE SELECTION GUIDE

For options see page 67 

Warning: This door operator is intended for use on vehicular doors. MOTORIZED VEHICULAR
DOORS CAN CAUSE SERIOUS INJURY OR DEATH!. Use entrapment protection equipment and
other safety accessories on every door system

Call Toll Free
1-800-233-1487

Applications: 
The SW 470 Series Gate Operators Are Designed For

Use On Commercial Swing Gates Up To 12 Feet
Wide And Up To 500 Lbs. Maximum Recommended
Duty Cycle - 10 Cycles / HR. 

Features 
• Inherent primary obstruction sensing. 
• Full systems capability; compatible with most access

control devices and safety accessories. 
• Automatic shutdown. 
• Industrial size 0 across-the-line magnetic reversing

contactor. 
• High starting torque industrial type motor with over-

load protection. 
• Emergency stop button control station. 
• Driven limit switches, fully adjustable. 
• 24VAC control circuit. 
• Type S3 control wiring standard. 
• Output for electric gate lock. 
• Delay on reverse circuit to prevent shock loading. 
• LEFT/RIGHT switch for universal installation. 
• PowerON/OFF switch. 
• Heavy duty wormgear-in-oil-bath speed reducer. 
• Two wire master/slave connections. 
• Heavy gauge pre-galvanized steel weatherproof

enclosure. 
• Designedforpad mounting. 
• Easily removable control panel for field servicing. 
• Baked-on, high durability powdercoat finish. 
• Approximate shipping weight - 110lbs. 
• UL325 Class I, II, III, IV Listed,CSA Certified. 
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Applications:
The SW2000 Series Operators Are Designed for

Commercial Use Swing Gates Up To 20 Feet Wide
and 800 Ibs. Ideally 

Suited for Gated Communities, Estates, Etc. 

Features:
• Full systems capability; compatible with most access

control devices and safety accessories. 
• Corrosive resistant 1/4 inch gold zinc plated steel-

frame. 
• Continuous duty commercial motor with overload

protection. 
• Heavy-duty worm-gear reducer running in synthetic

oil bath. 
• Dynamic braking provides quick precise stopping of

the gate. 
• Easily adjustable cams on output shaft for limit adjust-

ment. 
• Specially designed hinged bearings in arm allow

operation of an uneven gate without binding. 
•  Access tray with ample space for loop detectors and

other accessories. 
• Durable, aesthetically pleasing spin-molded

Polyethylene plastic cover. 
• Power ON/OFF switch and two llSVAC accessory

receptacles supplied. 
• 24VAC accessory power supplied for loop detectors,

radios etc. 
•  2 auxiliary relays for gate locks, gate in motion warn-

ing etc. 
•  Separate voltage spike and surge protected inputs. 
• Diagnostic status LEDs for inputs and outputs. 

Applications:
The SW 2200 Series Operators Are Designed For

Commercial and Industrial Swing Gates Up To 22
Feet Wide and Up To 1200 Ibs. 

Features:
• Full systems capability; compatible with most access

control devices and satety accessorles. 
• Inherent primary obstruction sensing. 
• Corrosive resistant gold sinc plated steel frame FEA

designed. 
• Continuous duty commercial motor with overload

protection. 
• Flux Vector motor drive allows soft start, soft stop,

and variable speed. 
• Heavy-duty two-stage worm-gear reducers running

in oil bath. 
• 3 Dynamic braking provides quick precise stopping

of the gate. 
• No physical limit switches to be set or require 

adjusting. 
• Built in programmable radio receiver. 
• Ample space for loop detectors and other 

accessories. 
• Durable, aesthetically pleasing, two piece lockable

polypropylene molded cover. 
• Power ON/OFF switch and three 115VAC accessory

receptacles supplied. 
• 24VAC accessory power supplied for loop detectors,

radios etc. 
• Three auxiliary relays for gate locks, gate in motion

warning etc. 
• Separate voltage spike and surge protected inputs. 
• All programmi?g and setup managed through a LCD

screen programmer wlth easy to follow menus. 
• Sensitivity adjustments for Open and Close pressure. 
• Adjustable harmonic arm designed to allow smooth

steady operation of the gate. 
• Gate speed approximately 15 seconds for 90'.IYI( CI

Approximate shipping weight - 230 Ibs. lIIC 
• UL325 Class I, II, III, IV Listed. 

MODEL SW 2000
Medium Commercial Duty 
Swing Gate Operator

MODEL SW 2200
Heavy Duty 
Swing Gate Operator

Model Volt/PH Price

RECOMMENDED CAPACITIES
MAX MAX

HP GATE GATE MAX
WT. (LBS.) WIDTH (FT.) CYCLES/HR

1/2 800 20 40

GATE SIZE SELECTION GUIDE

RECOMMENDED CAPACITIES
MAX MAX

HP GATE GATE MAX
WT. (LBS.) WIDTH (FT.) CYCLES/HR

1/2 800 20 unlimited

1 1200 22 unlimited

GATE SIZE SELECTION GUIDE

1/2 H.P.
SNSW2000-50-11(B3) 115/1 1606.00 
SNSW2000-50-11(X3) 115/1 1728.00 

Battery Backup Option
Part No. Option List Price 

G90-F88 Battery Back Up 816.00.

Model Volt/PH Price
1/2 H.P. 

2200-100-11 115/1 2359.00 

Battery Backup Option
Part No. Option List Price 

Battery Back Up 816.00

• Gate speed approximately 15 seconds for 90'. 
• Approximate shipping weight - 200 Ibs. 
• UL325 Class I, II, 111, IV Listed. 

ADVANCED FEATURES UNIQUE 
TO THE X3 MODEL 

• BATTERY BACKED 365-DAY CLOCK timer for schedul-
ing automatic opening and closing times 

• TELEPHONE LINE INTERFACE modem built into the
solid state board for remote diagnostics, remote pro-
gramming, event record retrieval, and cycle verifica-
tion 

• Software available on web site or upon 
request at no charge 

ADVANCED OPTIONS 
•  FULL SYSTEM BATTERY BACKUP allows up to 50 cycles

or 24 hours of full system use in case of a power out-
age 

For options see page 67 
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MODEL BG 770
Industrial Duty 
Barrier Operator

MODEL BG 790
Heavy Industrial Duty 
Barrier Gate Operator

Recommended
Use for areas where traffic control is a need.  Choose from our Standard
models for your application. Can’t decide on a model for your applica-
tion? Let us help by calling our Toll Free number.

Warning: This door operator is intended
for use on vehicular doors. MOTORIZED
VEHICULAR DOORS CAN CAUSE SERIOUS
INJURY OR DEATH!. Use entrapment pro-
tection equipment and other safety acces-
sories on every door system

BARRIER GATE OPERATORS

Applications: 
The BG 790 Series Barrier Gates Are Designed For Use

With Wishbone-Type Arms Up To 24 ft. In Length And
Usage Up To 25 Cycles Per Hr. 

Standard Features
• Full systems capability; compatible with most

access control devices and safety accessories. 
•  Plug-in connectors for open loop detector and

safety/close loop detector included in control
box. 

• Heavy 11 gauge pre-galvanized steel weather-
proof cabinet with baked-on high durability
powdercoat finish. 

• Top and side access panels with key lock. 
• Electrical controls in separate, removable enclo-

sure. 
• Industrial size 0 across-the-line reversing starter. 
• Continuous duty 1/3 Hp industrial motor with

overload protection. 
• Two button control station, OPEN/CLOSE. 
• 24VAC control circuit. 
• Type L2 control wiring standard. 
• Power ON/OFF switch. 
• Convenience outlet (115V) included 

on llSVAC models. 
• Auto/Manual switch. 
• Heavy duty wormgear-in-oil-bath speed reducer. 
• Standard factory color - white. 
• Wishbone arm (24 ft.) and counterweights sup-

plied. 
• Maximum gate arm - 24 ft. 
• Opening time approximately 8 seconds. 
• Approximate shipping  weight- 350 Ibs. 

1/3 HP
BG790-33-11 115/1 2463.00 
BG790-33-21 230/1 2463.00 
BG790-33-83 208/3 2463.00 
BG790-33-23 230/3 2463.00 
BG790-33-43 460/3 2463.00 
BG790-33-53 575/3 2463.00 

Gate Arms (Not Supplied with operator)
Part No. Add to List Price 

65-1208 Wishbone Arm, 24 feet with
counter weights in length 
(supplied) N/C 

65-1208 Replacement Arm Only 
(no counter weights) 228.00 

Model Volt/PH Price

1/3 HP
BG770-33-11 115/1 1539.00 
BG770-33-21 230/1 1539.00 
BG770-33-81 208/3 1539.00 
BG770-33-83 208/3 1539.00 
BG770-33-23 230/3 1539.00 
BG770-33-43 460/3 1539.00 
BG770-33-53 575/3 1539.00 

Gate Arms (Not Supplied with operator)
Part No. Add to List Price 

65-1209 Wishbone Arm, 
up to 12 ft in length 120.00

65-1210 Wood Articulated Arm, 
use when height limitations 
are present; avail. up to 12 ft. 239.00

65-1209-P PVC Single Arm
Up to 10 Ft. in length 50.00

65-1210-P PVC Articulated Arm, 
use when height limitations 
are present; avail. up to 10 ft. 156.00

10-8019 PVC Arm Mounting Clamp
(req’d w/PVC arm) 50.00

65-1210-K Articulated Arm Kit (Wood Arm) 120.00 

Model Volt/PH PriceApplications: 
The BG 770 Series Parking Gates Are Designed For Use With Single
Arms Up To 12 Ft. In Length (14 ft. Driveways) With Usage Of Up
To 100 Cycles Per Hr. 

Standard Features
• Full systems capability; compatible with most access control

devices and safety accessories. 
•Plug-in connectors for open loop detector and safety/close loop 
detector included in control box. 
• Heavy 11 gauge pre-galvanized steel weatherproof cabinet with 
baked-on high durability powdercoat finish. 
• Top and side access panels with key lock. 
•Electrical controls in separate, removable enclosure. 
• Industrial size 0 across-the-line reversing starter. 
•Continuous duty 1/3 Hp industrial motor with overload protec-

tion. 
• Two button control station, OPEN/CLOSE. 
• 24VAC control circuit. 
• Type L2 control wiring standard. 
• Power ON/OFF switch. 
• Convenience outlet (115V) included on lfSVAC models. 
• Auto/Manual switch. 
• Heavy duty wormgear-in-oil-bath speed reducer. 
• Standard factory color-white. 
• Maximum gate arm - 12 ft.
• Opening time approximately 4 seconds.  
• Approximate shipping weight- 225 Ibs. 
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71 B120 Solenoid Brake for 115V • • • 59.00
71 B240 Solenoid Brake for 240V & 460V • • • 59.00
71 B120H Sol. Brake w/cable for 115V • • 65.00
71 B240H Sol. Brake w/cable for 240V & 460V • • 65.00
71 B575H Solenoid Brake for 575V • • 65.00
90 9214 Dynamic Brake, (Std. on var. spd.) • • • • • • • • 317.00
65 9212 Friction Clutch • 99.00
65 9207 Auxiliary Trolley (#48 Chain) • • • 230.00
65 9207 1 Auxiliary Trolley (#41 Chain) • • • 249.00
65 9213 Dual Auxiliary Trolley (#48 Chain) • • • 460.00
65 9213 1 Dual Auxiliary Trolley (#41 Chain) • • • 499.00
65 5208 Dual Trolley Drive (#48 Chain) • 206.00
65 5208 1 Dual Trolley Drive (#41 Chain) • • 218.00
65 5210 Minimum Depth • 142.00
65 7001 Center Mount (For Model J) • 59.00
65 9001 Center Mount (For Model GH) • 150.00
02 515 Emergency Egress, Flush • • • • • 78.00
65 5211 High Cycle • • 210.00
65 5501 Bi-Part Door • • 111.00
65 5502 Fusible Link, Single Slide • • 56.00
65 5503 Fusible Link, Bi-Part Slide • • 110.00
V/Model Variable Speed • • •  Call Factory
90 827 Decel at Full Open/Close (V/Only) • • • 158.00
90 TS TS Wiring Type (digital timer) • • • • • • • • 95.00
90 T T Wiring Type (timer and relays) • • • • • • • 115.00
90 TI T1 Wiring Type • • • • • • • 115.00
90 T2 T2 Wiring Type • • • • • • • • • • • • 115.00
90 D1 D1 Wiring Type • • • • • • • • • • • • • • N/C
90 E2 E2 Wiring Type • • • • • • • 35.00
90 F2 F2 Wiring Type • • • • • • • 77.00
90 9206K Delay On Reverse, K Line • • • • • • • 40.00
90 9207M Mid Stop, Mini Limit Switches • • • • • • • 23.00
65 ID Two Door Interlock System • • • • • • • 26.00
90 RL Reverse Limits • • • • • • • • • • 8.00
2B0442 Long Dist. Cont. Wrg., 24VAC • • • • • • • 48.00
90 503000 Non-Resettable Counter • • • • • • • • • • • • • 40.00
90 100 OP 100VA Transformer • • • • • • • 63.00
90 254000 Overload Relay • • • • • • • 32.00
90 9211 115V Control Circuit • • • • • • • 32.00
90 9209 Gnd. & Fuse XMFR Secondary • • • • • • • 24.00
90 54028 Courtesy Light. Std. Oper. • • • • • • • • 48.00
90 54028M Courtesy Light. Med. Duty Oper. • • • • 48.00
90 038024 Size ø Reversing Contactor • • • • • • • 46.00
65 20 TEFC Motor • • • • • • • • 46.00
65 9206 Watertight/Oiltight Control Encl. • • • • • 237.00
C/Model No. Carwash • • • • • • • 425.00
N4/Model No. Watertight/Oiltight (NEMA 4/12) • • • • • 780.00
N4x/Model No. Corrosion Resistant (NEMA 4X) • 961.00
N7/Model No. Hazardous Area (NEMA 7/9) • • • • • 1253.00
90 9204 JIC Specifications • • • • • • • 907.00
90 9212. GM Specifications • • • • • • • 1440.00
65 3012 1 Self-reg. Heater 115V (plug type) • 96.00
65 3012 2 Self-reg. Heater 230V (plug type) • 158.00
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S G90-100-OP 100 VA Transformer • • • • • • • • 74.00

G65-RSW-P *Pedestal Mount Kit • 63.00
G65-RSW-D Pad Mount Kit • 23.00
G305-803002 Post Mount Kit (U-Bolts only) • • 12.00
G71-26438 Timer To Close • • 74.00
G90-9210 Aux. Limit Sws. (wire leads) • • • • • • • 9.00
G90-9210-T Aux. Limit Sws. (term conn.) • • • • • • • 9.00
G90-278002. Aux. Contact Block (wire leads) • • • • • • • 17.00
G90-278002-T Aux. Contact Block (Term conn.) • • • • • • • 21.00
G90-5024 Long Distance Control Wiring (24VAC) • • 28.00
G90-50115 Long Distance Control Wiring (115VAC) • • 45.00
G90-503000 Non-Resettable Counter • • • • • • • • • 81.00
G65-3011-1 Self-Regulating Heater 115V/230V (Tape Wrap) • • 38.00
G65-3012-BG Self-Regulating Heater 115V (Plug Type) • • • • 98.00
G65-3012-BGC Self-Regulating Heater 230V (Plug Type) • • • • 133.00
G65-3012-SL Self-Regulating Heater (Plug Type) • • • 172.00
G65-3012-SLC Self-Regulating Heater 16oz. Temp Oil • • • 133.00
G65-3012SW Self-Regulating Heater (Plug Type) • • 172.00
G65-3012SWC Self-Regulating Heater 16oz. Temp Oil • • 133.00
G65-1208R Replacement Arm Only ( no counter weights) • • • 172.00
G90-3004 Separate Controls in NEMA4 Enclosure • • • • • • • • 228.00
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GATE OPERATOR MODIFICATIONS/OPTIONS

The MINlkey is a self-contained keypad which
controls a single door or gate entrance. It is engineered
to be rugged and vandal resistant but crafted for interi-
or or exterior use. It consists of a brushed stainless steel
faceplate and a recessed, sidelit metal keypad with yel-
low numbers for excellent visibility in bright sunlight
and total darkness. Despite its compact size, the

MINlkey is loaded with many features not typically found in other stand-alone
access systems. For applications that require an entry and exit reader, the MINlkey
supports a second keypad unit that connects directly to the master unit. 

STANDARD FEATURES 
• Four or Five Digit Entry Codes • Strikes & Out (pin retry lockout) 
• Programmable Relay Times from 1-99 Seconds 
• Non-Volatile Memory to Ensure Database is Retained 
• Lightning Protection on Inputs • Two Relays (main & aux.) 
• Clock Input for Timed Control of Entry Codes • Relay Hold Capacity 
• Sealed, Lighted Metal Keypad 

OPTIONS
SNRKLS Remote Keypad Lighted Housing for Exit Reader 

ORDERING
SNMKSGS 5 capacity. Grained Stainless Steel. Surface Mount $350.00
SNMK1OOGS 100 cap. Grained Stainless Steel. Surface Mount $490.00
SNMK500GS 500 cap.. Grained Stainless Steel. Surface Mount $630.00
SNMKSGF 5 cap.. Grained Stainless Steel. Flush Mount $497.00
SNMK1OOGF 100 cap.. Grained Stainless Steel. Flush Mount $637.00
SNMK500GF 500 cap., Grained Stainless Steel, Flush Mount $777.00
SNARKLS Remote Keypad Grained Stainless Steel, Ltd Hsg $245.00

The PROcard system is a self contained access control system
built for flexibility, reliability, and ease of use. The stand-alone
unit supports up to 2 card readers, 2000 cardholders, and 8
time zones. The unit is programmed using a built-in keypad and
audio feedback so a computer is not required. PROcard supports
all the major reader technologies including proximity, wiegand,
radio frequency, barium ferrite, biometrics, magnetic stripe and

keypad. The standard PROcard is supplied with a Wiegand swipe reader The reader
can be replaced with other technologies to meet your needs. If the reader will be
remote from the housing use the PROcard Processor model number. 

Standard Features
• Up to 2000 Cardholder Capacity • Two Card Readers Support 
• EightTime Zones • Automatic Door/Gate Unlock Scheduling 
• DoorOpen Sensor • Alarm Shunt Relay 
• Weather & Vandal Resistant Design • Real-Time PrinterOutput 
• Non-Volatile Memory to Ensure Database is Retained
• Lightning Protection on Inputs • Automatic Door/Gate Unlock Scheduling 
• Bulk Cardholder Entry a Timed orTrue Anti-Passback 
• Day Light Savings / Leap Year • Second Relay Control for Secondary Door 

ORDERING
SNKPCB1003 100 cap. Lighted $1054.00
SNKPCB5003 500 cap. Lighted $1159.00
SNKPCB10003 1000 cap. Lighted $1299.00
SNKPCB20005 2000 cap. Lighted $1439.00

The PROkey System is self-contained, standalone keypad for the control of a single door or gate. A four or five digit customized personal identification
number is assigned to an individual (or group of individuals) for controlled access. PROkey supports up to 2000 users, 8 time zones, and a pin retry
lockout feature. The unit is programmed using a built-in keypad and audio feedback so a computer is not required. 

STANDARD FEATURES 
• Up to 2000 Cardholder Capacity • EightTime Zones 
• Bulk Cardholder Entry • Strikes & Out (pin retry count) 
• Door Open Sensor • Alarm Shunt Relay 
• Timed Anti-Passback • Real-Time PrinterOutput 
• Day Light Savings / Leap Year • Chrome Plated Keypad 
• Non-Volatile Memory to Ensure Database is Retained 
• Lightning Protection on Inputs • Automatic Door/Gate Unlock Scheduling 

ORDERING
SNPK100L 100 cap. $738.00
SNPK500L 500 cap. $809.00
SNPK1000L 1000 cap. $949.00
SNPK2000L 2000 cap. $1015.00

Cards
SNACB-3F Barrium Ferrite $4.30




